
Provozní hmotnost:	 3 750/3 850 kg
Motor Kubota D1703:	 18,2 kWSWE 35UF



Technické specifikace SWE 35UF

Pracovní dosahyHlavní parametry

Druh kabiny Kabina

Objem lopaty 0,11 m3

Hmotnost stroje 3 750 kg (pryžové pásy) 
3 850 kg (ocelové pásy)

Motor

Typ Kubota D1703

Druh Řadový 4dobý kapalinou chlazený 
3válec

Palivo / Emise Nafta / Stage V

Jmenovitý výkon 18,2 kW při 2 200 min-1

Max. krouticí moment 96 Nm při 1 500 min-1

Zdvihový objem 1 647 cm3

Hydraulický systém

Hlavní čerpadla pístové s proměnným objemem

Tlak a průtok čerpadla 26 MPa / 88 l/min

Podvozek

Rychlost pojezdu 4,0/2,3 km/h

Stoupavost 57 %

Tlak na podklad 34 kPa

Pracovní výkony

Max. rypná síla (na násadě) 19,8/18 kN

Max. rypná síla (na lopatě) 31,8 kN

Max. tažná síla 33,2 kN

Otáčky otoče 9,5 min-1

Objemy provozních náplní

Palivová nádrž 40,0 l

Nádrž hydraulického oleje 41,0 l
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SUNWARD EUROPE HEAVY INDUSTRY N.V. 
Havenlaan 1, 3980 TESSENDERLO-HAM, Belgium
Tél. : +32 (0) 11 43 46 66 | E-mail : info.eu@sunward.cc | Web : www.sunward.eu

Parameters and performance of the main machine
Dimension (L×W×H) mm 4 890 x 1 700 x 2 560

Overall weight
With rubber track t 3.75

With steel track t 3.85

Standard bucket capacity m³ 0.11

Bucket digging force kN 31.8

Arm digging force kN 19.8 / 18

Max. drawbar pull kN 33.2

Deflection angle (boom) ° 44°(Right) 71 °(Left)

Travel speed (Max/Min) km/h 4.0 / 2.3

Gradeability % 57

Ground pressure kPa 34

Slewing speed rpm 9.5

Engine

Brand KUBOTA

Model D1703 (Euro V / US IV)

Max. torque N.m/rpm 96 / 1 500

Displacement L 1.647

Power/Rotation speed kw/rpm 18.2 / 2 200

Fuel tank capacity L 40

Primary pump
Type 1 variable piston pump

Flow rate L/min 1x88

Pressure of main relief valve MPa 26

Hydraulic oil tank capacity L 41

Working range
Boom lenght mm 2 550

Arm lenght mm 1 550

a Max. digging height mm 5 045

b Max. dumping height mm 3 520

c Max. digging depth mm 3 320

d Max. vertical digging depth mm 2 860

e Max. digging reach mm 5 575

f Max. digging reach at ground level mm 5 450

g Max. lift height of the dozer blade mm 340

h Max. digging depth of dozer blade mm 375

r Min. swing radius mm 2 325

Outline dimensions
A Length to center of rollers mm 1 670 G Chassis ground clearance mm 270

B Total track lenght mm 2 160 H Track height mm 521

C Ground clearance of platform mm 590 I Total length mm 4 890

D Platform tail slewing radius mm 850 J Max. height of cab mm 2 560

E Track width mm 1 700 K Uppercarriage width mm 1 505

F Track shoe width mm 300

The above parameters may be different due to product upgrading.
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